
Please Note The warranty does NOT cover the following:

 
1. Damage caused by disassembly or modification. 
2. External cosmetic damage, caused by normal use or misuse. 
3. Damage caused by incorrect battery insertion (reversed polarity) or 
     Battery leakage. 

Details of warranty service, please contact with your regional 
Distributor/dealer or send an email to info@atorch.net directly. 

Web site:www.atorch.net 
TEL:086-0769-87181428 
ATORCH LIGHTING 

CV01   User Manual 

WARRANTY 

1. Your ATORCH. is covered by a full 12 months warranty. 
2. Within 14 days of purchase, if a fault occurs due to a manufacturing 
    defect your ATORCH. will be replaced (proof of purchase required). 
3. After 14 days and within 12 months of purchase your ATORCH. will be
    repaired or replaced (excludes accidental damage or damage caused
    by misuse). 
4. Outside the12 months warranty period, your ATORCH. will be repaired
    at cost (if repairable). In all cases, the cost of any inward and outward
    Shipping will be the customer's responsibility. 

FEATURES

Power  Source

Weight

Beam degree

Burn time

Output

Bulb life

Material

Battery

Depth Tested   

Switch

CREE XPG-R5  3W

From 10 lm to 300 lm

   3 X  AAA  size  alkaline   

 Slide Magnetic Switch

4.6 degree with AL reflector

1  hours

179g (Including Battery)

T6061-T6 Anodized Aluminum

50,000 hour life

146 g (without battery)

Demensions   

100 meters

Length: 122mm ,Head Diameter:   44.5mm ,Body Diameter:  29.5mm

Instruction for Use

1. Insert  three  AAA alkaline batteries  with the positive (+) en
    pointing  Toward   the flashlight head.
2. Use the same brand battery  at the same time
2. Slide the Switch at any brightness you need. 
3. Take out of batteries if you do not need it for a long  
 

STANDARD LOW HIGH

10lm  10      300lm  300 lm

24 hrs 24      1 hrs 1hrs

240m (Beam Distance)

1m (Impact Resistant)

11000LUX  (Peak Beam Intensity)

IPX-8, 100meters (Underwater and Diving)

LOW           HIGH
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